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FIRE HOSE REEL CABINET

NOTES : -

1. ALL DIMENSIONS ARE IN MILLIMETERS, UNLESS OTHERWISE NOTED

2. LETTERS SCREEN PRINTING IN ARABIC AND ENGLISH.

ITEM
No:

DESCRIPTION QTYMATERIAL

1 1

2

3. GENERAL TOLERANCE ± 3mm

3

NAFFCO

WEBSITE :   www.naffco.com              

FIRE PROTECTION BY

130004
NFPA

R

41113786

LPCB

MEMBERS OF:

A 14837

0N.T.S.Eng.FATEMA ELHUSSEINY

NAFFCO MISR, Manufacturing Factory,  North Expansion, Industrial zone, 

(E2) Engineering Square, 6th of October City, Egypt   

SOLID DOOR

CABINET RECESSED TYPE
1600(H) X 800(W) X 280(D)

ROUND LOCK NAFFCO STANDARD

4

5

1" KNOCK OUT HOLE ---

PIANO HINGES STAINLESS STEEL

1

2

Eng.ESRAA SALAMA 13.01.2021

2

2

OPENCLOSE

  www.naffco.com

FIRE HOSE

OPENCLOSE

    FIRE HOSE REEL

800 280

16
00

1

2

3

3

2

4

6

851.8

6 2.5" KNOCK OUT HOLE --- 1

6

RECESSED TYPE ,COMPLETE G. STEEL SHEET, WITH SOLID DOORS

1.2mm COMPLETE E.G. SHEET,
RED (RAL 3000) POWDER COATED

1.2mm E.G. SHEET,
RED (RAL 3000) POWDER COATED
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SEMI-RIGID REEL HOSE
PRODUCT DESCRIPTION
NAFFCO semi-rigid reel hoses are suitable for use in fixed 
fire fighting system. The hoses are available in sizes of 19 
mm and 25 mm inside diameter. The hoses are flexible so 
that it can be rolled and kept on a drum.

The hose are intended for use at a maximum working  
pressure of 12 bar (1.2 MPa) and temperature range of  

-20°C to +60°C at ambient temperature condition in non
aggresive or non-corrosive atmosphere.

The semi-rigid reel hoses are manufactured to comply with 
BSEN 694:2014 standards.

FEATURES
•	Materials for inner lining and cover of hose are plasticized

PVC compound

•	High tensile textile polyester yarn is used for reinforcement
of hose.

SPECIFICATION 

Hose Classification Type A, Class 2

Color of Hose Red

Bore 19mm 25mm

Length of Hose 30m

Hydrostatic Properties

Maximum Working Pressure 12 Bar

Proof Pressure 24 Bar

Burst Pressure 42 Bar
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FIRE HOSE REEL WITH SEMI-RIGID HOSE
PRODUCT DESCRIPTION
NAFFCO fire hose reels provide a very effective fire 
fighting facility with a continuous supply of water available  
immediately. The construction and performance of a fire 
hose reel with semi-rigid hose ensures suitable installation 
in buildings and other construction works for use by the  

occupants. The fire hose reels are manufactured in 
both manual  and  automatic versions to comply to  
BS EN 671-1:2012 standard with semi-rigid hose  
complying with BSEN 694:2014 standards.

FEATURES
•	BSI Kitemark and LPCB certified.
•	The fire hose reels are capable of rotating in one plane

(fixed type)or rotating in more than one plane with
mounting on one of the following: swinging arm, swinging
pipe or swinging door in manual and automatic version.

•	The automatic fire hose reels will open fully within 3
revolution of the reel.

•	The nozzle have SHUT, JET and SPRAY control settings.

•	The minimum flow rate of hose reels in JET and SPRAY
setting is 41 L/MIN. at 0.6 MPa (6 bar) pressure and
setting in chrome plated rotary nozzle is 53Lpm at
0.6 Mpa (6 bar) pressure.

•	The effective throw range of discharge at 0.2 MPa
(2 bar) pressure is 10 mtrs. in JET setting.

•	The reel discs are painted RED with printed user
instructions.

AUTOMATIC HOSE REELS
•	Pull out the hose and then water flow will start within 3

rotations.
•	Open nozzle, adjust to spray or jet as required.
•	Aim nozzle at base of fire.
•	After use, close the nozzle and rewind the hose, ensuring

that it is properly wound around the hose reel
(not overlapping side plates). Open the nozzle to drain
water from the hose and then close the nozzle on
completion.

MANUAL HOSE REELS
•	Open the main valve fully.
•	Pull out the hose.
•	Open nozzle, adjust to spray or jet as required.
•	Aim nozzle at base of fire.
•	After use, close the nozzle, turn off the main valve,

rewind the hose, ensuring that it is properly wound around 
the hose reel (not overlapping the side plates). Open the
nozzle to drain water from the hose and then close the
nozzle on completion.

OPERATING INSTRUCTIONS
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Type Model No.
Hose Diameter & 

Length
Reel Height 
(A in mm)

Reel Width 
(B in mm)

Reel Depth     
(C in mm)     

Swinging Arm
(Plastic Nozzle)

Cabinet Mounted Manual
(Brush / Mirror Finish)

19 NFH-020M/SS 19mm (¾") & 30m 645 550 205

25 NFH-020M/SS 25mm (1") & 30m 645 550 235

Swinging Arm
(Brass chrome plated rotary Nozzle)

Cabinet Mounted Manual
(Brush / Mirror Finish)

19 NFH-020M/
SS-B

19mm (¾") & 30m 645 550 205

25 NFH-020M/SS 25mm (1") & 30m 645 550 235

Swinging Arm
(Plastic Nozzle)

Cabinet Mounted Manual
(Red Painted)

19 NFH-020M 19mm (¾") & 30m 645 580 205

25 NFH-020M 25mm (1") & 30m 645 580 235

Swinging Arm
(Brass Chrome Plated Rotary Nozzle)

Cabinet Mounted Manual
(Red Painted)

19 NFH-020M-B
19mm (¾") & 30m 645 580 205

25 NFH-020M-B 25mm (1") & 30m 645 580 235

Swinging Arm
(Plastic Nozzle)

Cabinet Mounted Automatic
(Brush / Mirror Finish)

19 NFH-020A/SS 19mm (¾") & 30m 645 550 235

25 NFH-020A/SS 25mm (1") & 30m 645 550 235

Swinging Arm
(Brass Chrome Plated Rotary Nozzle)

Cabinet Mounted Automatic
(Brush / Mirror Finish)

19 NFH-020A/
SS-B

19mm (¾") & 30m 645 550 235

25 NFH-020A/
SS-B

25mm (1") & 30m 645 550 235

Swinging Arm
(Plastic Nozzle)

Cabinet Mounted Automatic
(Red Painted)

19 NFH-020A 19mm (¾") & 30m 645 580 235

25 NFH-020A 25mm (1") & 30m 645 580 235

FIRE HOSE REEL ASSEMBLY

SWINGING ARM TYPESWINGING PIPE TYPE

FIXED TYPE
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Type Model No.
Hose Diameter & 

Length
Reel Height 
(A in mm)

Reel Width 
(B in mm)

Reel Depth     
(C in mm)     

Swinging Arm
(Brass Chrome Plated Rotary Nozzle)

Cabinet Mounted Automatic
(Red Painted)

19 NFH-020A-B 19mm (¾") & 30m 645 580 235

25 NFH-020A-B 25mm (1") & 30m 645 580 235

Swinging Pipe
(Plastic Nozzle)

Wall Mounted Manual
(Brush / Mirror Finish)

19 NFH-030M/SS 19mm (¾") & 30m 665 550 200

25 NFH-030M/SS 25mm (1") & 30m 665 550 245

Swinging Pipe
(Brass Chrome Plated Rotary Nozzle)

Wall Mounted Manual
(Brush / Mirror Finish)

19 NFH-030M/
SS-B

19mm (¾") & 30m 665 550 200

25 NFH-030M/
SS-B

25mm (1") & 30m 665 550 245

Swinging Pipe
(Plastic Nozzle)

Wall Mounted Manual
(Red Painted)

19 NFH-030M 19mm (¾") & 30m 665 580 200

25 NFH-030M 25mm (1") & 30m 665 580 245

Swinging Pipe
(Brass Chrome Plated Rotary Nozzle)

Wall Mounted Manual
(Red Painted)

19 NFH-030M-B 19mm (¾") & 30m 665 580 200

25 NFH-030M-B 25mm (1") & 30m 665 580 245

Swinging Pipe
(Plastic Nozzle)

Wall Mounted Automatic
(Brush / Mirror Finish)

19 NFH-030A/SS 19mm (¾") & 30m 665 550 250

25 NFH-030A/SS 25mm (1") & 30m 665 550 250

Swinging Pipe
(Brass Chrome Plated Rotary Nozzle)

Wall Mounted Automatic
(Brush / Mirror Finish)

19 NFH-030A/
SS-B

19mm (¾") & 30m 665 550 250

25 NFH-030A/
SS-B

25mm (1") & 30m 665 550 250

Swinging Pipe
(Plastic Nozzle)

Wall Mounted Automatic
(Red Painted)

19 NFH-030A 19mm (¾") & 30m 665 580 250

25 NFH-030A 25mm (1") & 30m 665 580 250

Swinging Pipe
(Brass Chrome Plated Rotary Nozzle)

Wall Mounted Automatic
(Red Painted)

19 NFH-030A-B 19mm (¾") & 30m 665 580 250

25 NFH-030A-B 25mm (1") & 30m 665 580 250

Manual
(Plastic Nozzle)

Fixed
(Brush / Mirror Finish)

19 NFH-040M/SS 19mm (¾") & 30m 625 550 220

25 NFH-040M/SS 25mm (1") & 30m 625 550 265

Manual
(Brass Chrome Plated Rotary Nozzle)

Fixed
(Brush / Mirror Finish)

19 NFH-040M/
SS-B

19mm (¾") & 30m 625 550 220

25 NFH-040M/
SS-B

25mm (1") & 30m 625 550 265

Manual
(Plastic Nozzle)

Fixed
(Red Painted)

19 NFH-040M 19mm (¾") & 30m 625 580 220

25 NFH-040M 25mm (1") & 30m 625 580 265

Manual
(Brass Chrome Plated Rotary Nozzle)

Fixed
(Red Painted)

19 NFH-040M-B 19mm (¾") & 30m 625 580 220

25 NFH-040M-B 25mm (1") & 30m 625 580 265
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This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 845 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

Kitemark™ Certificate

This is to certify that: National Fire Fighting
Manufacturing Co Ltd
PO Box 17014
Jebel Ali Free Zone
Dubai
United Arab Emirates

Holds Certificate Number: KM 74665

In respect of:

BS EN 671-1
Hose Reels with Semi Rigid Hose

This issues the right and licence to use the Kitemark in accordance with the Kitemark Terms and Conditions
governing the use of the Kitemark, as may be updated from time to time by BSI Assurance UK Ltd (the "Conditions").
All defined terms in this Certificate shall have the same meaning as in the Conditions.

The use of the Kitemark is authorized in respect of the Product(s) detailed on this Certificate provided at or from the
above address.

For and on behalf of BSI: Gary Fenton, Global Product Certification Director

First Issued: 16/04/2003 Latest Issue: 14/08/2015
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This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 845 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+74665&ReIssueDate=14%2f08%2f2015&Template=uk
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Model Number Description Branded As

19 NFH-020M,
19 NQFH-020M

19 mm swinging arm type, manual fire hose reel with plastic nozzle and
red painted steel discs.

NAFFCO

19 NFH-020M-B,
19 NQFH-020M-B

19 mm swinging arm type, manual fire hose reel with brass chrome plated
nozzle and red painted steel discs.

NAFFCO

25 NFH-020M,
25 NQFH-020M

25 mm swinging arm type, manual fire hose reel with plastic nozzle and
red painted steel discs.

NAFFCO

25 NFH-020M-B,
25 NQFH-020M-B

25 mm swinging arm type, manual fire hose reel with brass chrome plated
nozzle and red painted steel discs.

NAFFCO

19 NFH-020M/SS,
19 NQFH-020M/SS

19 mm swinging arm type, manual fire hose reel with plastic nozzle and
stainless steel discs.

NAFFCO

19 NFH-020M/SS-B,
19 NQFH-020M/SS-B

19 mm swinging arm type, manual fire hose reel with with brass chrome
plated nozzle and stainless steel discs.

NAFFCO

25 NFH-020M/SS,
25 NQFH-020M/SS

25 mm swinging arm type, manual fire hose reel with plastic nozzle and
stainless steel discs.

NAFFCO

25 NFH-020M/SS-B,
25 NQFH-020M/SS-B

25 mm swinging arm type, manual fire hose reel with with brass chrome
plated nozzle and stainless steel discs.

NAFFCO

19 NFH-020A,
19 NQFH-020A

19 mm swinging arm type, automatic fire hose reel with plastic nozzle and
red painted steel discs.

NAFFCO

19 NFH-020A-B,
19 NQFH-020A-B

19 mm swinging arm type, automatic fire hose reel with brass chrome
plated nozzle and red painted steel discs.

NAFFCO

25 NFH-020A,
25 NQFH-020A

25 mm swinging arm type, automatic fire hose reel with plastic nozzle and
red painted steel discs.

NAFFCO

25 NFH-020A-B,
25 NQFH-020A-B

25 mm swinging arm type, automatic fire hose reel with brass chrome
plated nozzle and red painted steel discs.

NAFFCO

19 NFH-020A/SS,
19 NQFH-020A/SS

19 mm swinging arm type, automatic fire hose reel with plastic nozzle and
stainless steel discs.

NAFFCO

19 NFH-020A/SS-B,
19 NQFH-020A/SS-B

19 mm swinging arm type, automatic fire hose reel with with brass
chrome plated nozzle and stainless steel discs.

NAFFCO

25 NFH-020A/SS,
25 NQFH-020A/SS

25 mm swinging arm type, automatic fire hose reel with plastic nozzle and
stainless steel discs.

NAFFCO

25 NFH-020A/SS-B,
25 NQFH-020A/SS-B

25 mm swinging arm type, automatic fire hose reel with with brass
chrome plated nozzle and stainless steel discs.

NAFFCO

19 NFH-030M,
19 NQFH-030M

19 mm swinging pipe type, manual fire hose reel with plastic nozzle and
red painted steel discs.

NAFFCO

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+74665&ReIssueDate=14%2f08%2f2015&Template=uk
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Model Number Description Branded As

19 NFH-030M-B,
19 NQFH-030M-B

19 mm swinging pipe type, manual fire hose reel with brass chrome
plated nozzle and red painted steel discs.

NAFFCO

25 NFH-030M,
25 NQFH-030M

25 mm swinging pipe type, manual fire hose reel with plastic nozzle and
red painted steel discs.

NAFFCO

25 NFH-030M-B,
25 NQFH-030M-B

25 mm swinging pipe type, manual fire hose reel with brass chrome
plated nozzle and red painted steel discs.

NAFFCO

19 NFH-030M/SS,
19 NQFH-030M/SS

19 mm swinging pipe type, manual fire hose reel with plastic nozzle and
stainless steel discs.

NAFFCO

19 NFH-030M/SS-B,
19 NQFH-030M/SS-B

19 mm swinging pipe type, manual fire hose reel with with brass chrome
plated nozzle and stainless steel discs.

NAFFCO

25 NFH-030M/SS,
25 NQFH-030M/SS

25 mm swinging pipe type, manual fire hose reel with plastic nozzle and
stainless steel discs.

NAFFCO

25 NFH-030M/SS-B,
25 NQFH-030M/SS-B

25 mm swinging pipe type, manual fire hose reel with with brass chrome
plated nozzle and stainless steel discs.

NAFFCO

19 NFH-030A,
19 NQFH-030A

19 mm swinging pipe type, automatic fire hose reel with plastic nozzle
and red painted steel discs.

NAFFCO

19 NFH-030A-B,
19 NQFH-030A-B

19 mm swinging pipe type, automatic fire hose reel with brass chrome
plated nozzle and red painted steel discs.

NAFFCO

25 NFH-030A,
25 NQFH-030A

25 mm swinging pipe type, automatic fire hose reel with plastic nozzle
and red painted steel discs.

NAFFCO

25 NFH-030A-B,
25 NQFH-030A-B

25 mm swinging pipe type, automatic fire hose reel with brass chrome
plated nozzle and red painted steel discs.

NAFFCO

19 NFH-030A/SS,
19 NQFH-030A/SS

19 mm swinging pipe type, automatic fire hose reel with plastic nozzle
and stainless steel discs.

NAFFCO

19 NFH-030A/SS-B,
19 NQFH-030A/SS-B

19 mm swinging pipe type, automatic fire hose reel with with brass
chrome plated nozzle and stainless steel discs.

NAFFCO

25 NFH-030A/SS,
25 NQFH-030A/SS

25 mm swinging pipe type, automatic fire hose reel with plastic nozzle
and stainless steel discs.

NAFFCO

25 NFH-030A/SS-B,
25 NQFH-030A/SS-B

25 mm swinging pipe type, automatic fire hose reel with with brass
chrome plated nozzle and stainless steel discs.

NAFFCO

19 NFH-040M,
19 NQFH-040M

19 mm fixed type, manual fire hose reel with plastic nozzle and red
painted steel discs.

NAFFCO

19 NFH-040M-B,
19 NQFH-040M-B

19 mm fixed type, manual fire hose reel with brass chrome plated nozzle
and red painted steel discs.

NAFFCO

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+74665&ReIssueDate=14%2f08%2f2015&Template=uk
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Model Number Description Branded As

25 NFH-040M,
25 NQFH-040M

25 mm fixed type, manual fire hose reel with plastic nozzle and red
painted steel discs.

NAFFCO

25 NFH-040M -B,
25 NQFH-040M -B

25 mm fixed type, manual fire hose reel with brass chrome plated nozzle
and red painted steel discs.

NAFFCO

19 NFH-040M /SS,
19 NQFH-040M /SS

19 mm fixed type, manual fire hose reel with plastic nozzle and stainless
steel discs.

NAFFCO

19 NFH-040M /SS-B,
19 NQFH-040M /SS-B

19 mm fixed type, manual fire hose reel with brass chrome plated nozzle
and stainless steel discs.

NAFFCO

25 NFH-040M /SS,
25 NQFH-040M /SS

25 mm fixed type, manual fire hose reel with plastic nozzle and stainless
steel discs.

NAFFCO

25 NFH-040M /SS-B,
25 NQFH-040M /SS-B

25 mm fixed type, manual fire hose reel with brass chrome plated nozzle
and stainless steel discs.

NAFFCO

19 NFH-040A,
19 NQFH-040A

19 mm fixed type, automatic fire hose reel with plastic nozzle and red
painted steel discs.

NAFFCO

19 NFH-040A-B,
19 NQFH-040A-B

19 mm fixed type, automatic fire hose reel with brass chrome plated
nozzle and red painted steel discs.

NAFFCO

25 NFH-040A,
25 NQFH-040A

25 mm fixed type, automatic fire hose reel with plastic nozzle and red
painted steel discs.

NAFFCO

25 NFH-040A-B,
25 NQFH-040A-B

25 mm fixed type, automatic fire hose reel with brass chrome plated
nozzle and red painted steel discs.

NAFFCO

19 NFH-040A/SS,
19 NQFH-040A/SS

19 mm fixed type, automatic fire hose reel with plastic nozzle and
stainless steel discs.

NAFFCO

19 NFH-040A/SS-B,
19 NQFH-040A/SS-B

19 mm fixed type, automatic fire hose reel with brass chrome plated
nozzle and stainless steel discs.

NAFFCO

25 NFH-040A/SS,
25 NQFH-040A/SS

25 mm fixed type, automatic fire hose reel with plastic nozzle and
stainless steel discs.

NAFFCO

25 NFH-040A/SS-B,
25 NQFH-040A/SS-B

25 mm fixed type, automatic fire hose reel with brass chrome plated
nozzle and stainless steel discs.

NAFFCO

All the above products are certified to BS EN 671-1:2012.

Hose reel assembly models designated NFH are manufactured at Dubai location.
Hose reel assembly models designated NQFH are manufactured at Qatar location.

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+74665&ReIssueDate=14%2f08%2f2015&Template=uk
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National Fire Fighting
Manufacturing Co Ltd
PO Box 17014
Jebel Ali Free Zone
Dubai
United Arab Emirates

Hose Reels with Semi Rigid Hose

Qatar Factory for Fire Fighting
Equipment & Safety Systems
Street No 41, Gate No 41
New Industrial Estate
PO Box 55644
Doha
Qatar

Hose Reels with Semi Rigid Hose

Kitemark™ Certificate
No. KM 74665

Location Certified Activities
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Certificate of Product Approval 
Certificate Number: 463d Issue: 04 

NAFFCO FZ Co  

PO Box 17014 
Jebel Ali 
Dubai 
United Arab Emirates 

is authorised to use the LPCB mark in association with the product(s) listed in this certificate and appendix 
having complied with the requirements of the standard(s) detailed below: 

 
Products  Standards  
Fire Hose Reels 
  
Single & Double Door Cabinets 
 (refer to attached appendix for details) 
  
  
 

EN 671-1:2012 
Fixed firefighting systems. Hose systems. Hose 
reels with semi-rigid hose  
  
  

  
  
 

 

This certificate and appendix is maintained and held in force through regular surveillance activities and 
subject to the corresponding ISO 9001 Certificate being maintained. 

 Sarah Colwell 06 August 2018 26 October 2007 
Signed for LPCB Verifier Date of Issue Date of First Issue 

 
 

This certificate and appendix remain the property of BRE Global Ltd and is issued 
subject to terms and conditions (for details visit www.redbooklive.com/terms). 

To check the validity of this certificate and appendix please visit 
www.redbooklive.com/check, scan the QR tag or contact us. 

LPCB is part of BRE Global Ltd, Garston, Watford, WD25 9XX  
T: +44 (0)333 321 8811  F: +44 (0)1923 664603  E: enquiries@breglobal.com 

 

http://www.redbooklive.com/terms)
http://www.redbooklive.com/check
mailto:enquiries@breglobal.com
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Appendix to Certificate No: 463d 
XXXa 

Issue: 04 
NAFFCO FZ Co  

This certificate and appendix is maintained and held in force through regular surveillance activities and 
subject to the corresponding ISO 9001 Certificate being maintained. 

 Sarah Colwell 06 August 2018 26 October 2007 
Signed for LPCB Verifier Date of Issue Date of First Issue 

 

 

This certificate and appendix remain the property of BRE Global Ltd and is issued 
subject to terms and conditions (for details visit www.redbooklive.com/terms).  

To check the validity of this certificate and appendix please visit 
www.redbooklive.com/check, scan the QR Tag or contact us. 

LPCB is part of BRE Global Ltd., Garston, Watford WD25 9XX. 
T: +44 (0)333 321 8811  F: +44 (0)1923 664603 E: Enquiries@breglobal.com  

 

Fire Hose Reels 

Product Name Description 
Hose 

nominal 
bore (mm) 

Hose 
maximum 

length 
(m) 

Nozzle type LPCB Ref. 
No. 

19NFH-020A  swinging arm, automatic, plastic rotary 
nozzle, mild steel reels  19  30  jet/spray  463d/01  

19NFH-020AB  swinging arm, automatic, brass rotary 
nozzle, mild steel reels  19  30  jet/spray  463d/15  

19NFH-020A/SS  swinging arm, automatic, plastic rotary 
nozzle, stainless steel reels  19  30  jet/spray  463d/16  

19NFH-020A/SS-B  swinging arm, automatic, brass rotary 
nozzle, stainless steel reels  19  30  jet/spray  463d/17  

19NFH-030A  swinging pipe, automatic, plastic rotary 
nozzle, mild steel reels  19  30  jet/spray  463d/02  

19NFH-030AB  swinging pipe, automatic, brass rotary 
nozzle, mild steel reels  19  30  jet/spray  463d/18  

19NFH-030A/SS  swinging pipe, automatic, plastic rotary 
nozzle, stainless steel reels  19  30  jet/spray  463d/19  

19NFH-030A/SS-B  swinging pipe, automatic, brass rotary 
nozzle, stainless steel reels  19  30  jet/spray  463d/20  

19NFH-040A  fixed, automatic, plastic rotary nozzle, 
mild steel reels  19  30  jet/spray  463d/03  

19NFH-040AB  fixed, automatic, brass rotary nozzle, mild 
steel reels  19  30  jet/spray  463d/21  

19NFH-040A/SS  fixed, automatic, plastic rotary nozzle, 
stainless steel reels  19  30  jet/spray  463d/22  

19NFH-040A/SS-B  fixed, automatic, brass rotary nozzle, 
stainless steel reels  19  30  jet/spray  463d/23  
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Product Name Description 
Hose 

nominal 
bore (mm) 

Hose 
maximum 

length 
(m) 

Nozzle type LPCB Ref. 
No. 

19NFH-020M  swinging arm, manual, plastic rotary 
nozzle, mild steel reels  19  30  jet/spray  463d/04  

19NFH-020MB  swinging arm, manual, brass rotary 
nozzle, mild steel reels  19  30  jet/spray  463d/24  

19NFH-020M/SS  swinging arm, manual, plastic rotary 
nozzle, stainless steel reels  19  30  jet/spray  463d/25  

19NFH-020M/SS-B  swinging arm, manual, brass rotary 
nozzle, stainless steel reels  19  30  jet/spray  463d/26  

19NFH-030M  swinging pipe, manual, plastic rotary 
nozzle, mild steel reels  19  30  jet/spray  463d/05  

19NFH-030MB  swinging pipe, manual, brass rotary 
nozzle, mild steel reels  19  30  jet/spray  463d/27  

19NFH-030M/SS  swinging pipe, manual, plastic rotary 
nozzle, stainless steel reels  19  30  jet/spray  463d/28  

19NFH-030M/SS-B  swinging pipe, manual, brass rotary 
nozzle, stainless steel reels  19  30  jet/spray  463d/29  

19NFH-040M  fixed, manual, plastic rotary nozzle, mild 
steel reels  19  30  jet/spray  463d/06  

19NFH-040MB  fixed, manual, brass rotary nozzle, mild 
steel reels  19  30  jet/spray  463d/30  

19NFH-040M/SS  fixed, manual, plastic rotary nozzle, 
stainless steel reels  19  30  jet/spray  463d/31  

19NFH-040M/SS-B  fixed, manual, brass rotary nozzle, 
stainless steel reels  19  30  jet/spray  463d/32  
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Product Name Description 
Hose 

nominal 
bore (mm) 

Hose 
maximum 

length 
(m) 

Nozzle type LPCB Ref. 
No. 

25NFH-020A  swinging arm, automatic, plastic rotary 
nozzle, mild steel reels  25  30  jet/spray  463d/07  

25NFH-020AB  swinging arm, automatic, brass rotary 
nozzle, mild steel reels  25  30  jet/spray  463d/33  

25NFH-020A/SS  swinging arm, automatic, plastic rotary 
nozzle, stainless steel reels  25  30  jet/spray  463d/34  

25NFH-020A/SS-B  swinging arm, automatic, brass rotary 
nozzle, stainless steel reels  25  30  jet/spray  463d/35  

25NFH-030A  swinging pipe, automatic, plastic rotary 
nozzle, mild steel reels  25  30  jet/spray  463d/08  

25NFH-030AB  swinging pipe, automatic, brass rotary 
nozzle, mild steel reels  25  30  jet/spray  463d/36  

25NFH-030A/SS  swinging pipe, automatic, plastic rotary 
nozzle, stainless steel reels  25  30  jet/spray  463d/37  

25NFH-030A/SS-B  swinging pipe, automatic, brass rotary 
nozzle, stainless steel reels  25  30  jet/spray  463d/38  

25NFH-040A  fixed, automatic, plastic rotary nozzle, 
mild steel reels  25  30  jet/spray  463d/09  

25NFH-040AB  fixed, automatic, brass rotary nozzle, mild 
steel reels  25  30  jet/spray  463d/39  

25NFH-040A/SS  fixed, automatic, plastic rotary nozzle, 
stainless steel reels  25  30  jet/spray  463d/40  

25NFH-040A/SS-B  fixed, automatic, brass rotary nozzle, 
stainless steel reels  25  30  jet/spray  463d/41  
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Product Name Description 
Hose 

nominal 
bore (mm) 

Hose 
maximum 

length 
(m) 

Nozzle type LPCB Ref. 
No. 

25NFH-020M  swinging arm, manual, plastic rotary 
nozzle, mild steel reels  25  30  jet/spray  463d/10  

25NFH-020MB  swinging arm, manual, brass rotary 
nozzle, mild steel reels  25  30  jet/spray  463d/42  

25NFH-020M/SS  swinging arm, manual, plastic rotary 
nozzle, stainless steel reels  25  30  jet/spray  463d/43  

25NFH-020M/SS-B  swinging arm, manual, brass rotary 
nozzle, stainless steel reels  25  30  jet/spray  463d/44  

25NFH-030M  swinging pipe, manual, plastic rotary 
nozzle, mild steel reels  25  30  jet/spray  463d/11  

25NFH-030MB  swinging pipe, manual, brass rotary 
nozzle, mild steel reels  25  30  jet/spray  463d/45  

25NFH-030M/SS  swinging pipe, manual, plastic rotary 
nozzle, stainless steel reels  25  30  jet/spray  463d/46  

25NFH-030M/SS-B  swinging pipe, manual, brass rotary 
nozzle, stainless steel reels  25  30  jet/spray  463d/47  

25NFH-040M  fixed, manual, plastic rotary nozzle, mild 
steel reels  25  30  jet/spray  463d/12  

25NFH-040MB  fixed, manual, brass rotary nozzle, mild 
steel reels  25  30  jet/spray  463d/48  

25NFH-040M/SS  fixed, manual, plastic rotary nozzle, 
stainless steel reels  25  30  jet/spray  463d/49  

25NFH-040M/SS-B  fixed, manual, brass rotary nozzle, 
stainless steel reels  25  30  jet/spray  463d/50 

Note: 
Hose reels approved for use with NLSV-25 Lock Shield Valve to BS 5154 
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Cabinets 

Product Name Description LPCB Ref. 
No. 

NF-SM-300  Single cabinet, surface mounted, mild steel, solid door.  463d/13  

NF-RM-300  Single cabinet, recess mounted, mild steel, solid door.  463d/13  

NF-SSB-300  Single cabinet, surface mounted, brush finish stainless steel, solid door.  463d/13  

NF-SSM-300  Single cabinet, surface mounted, mirror finish stainless steel, solid door.         463d/13  

NF-RSB-300  Single cabinet, recess mounted, brush finish stainless steel, solid door.  463d/13  

NF-RSM-300  Single cabinet, recess mounted, mirror finish stainless steel, solid door.  463d/13  

NF-SMK-300  Single cabinet, surface mounted, mild steel, solid door, break glass and key.  463d/13  

NF-RMK-300  Single cabinet, recess mounted, mild steel, solid door, break glass and key.  463d/13  

NF-SSBK-300  Single cabinet, surface mounted, brush finish stainless steel, solid door, break glass 
and key.  

463d/13  

NF-SSMK-300  Single cabinet, surface mounted, mirror finish stainless steel, solid door, break glass 
and key.  

463d/13  

NF-RSBK-300  Single cabinet, recess mounted, brush finish stainless steel, solid door, break glass and 
key.  

463d/13  

NF-RSMK-300  Single cabinet, recess mounted, mirror finish stainless steel, solid door, break glass 
and key.  

463d/13  

NF-SM-900  Double vertical cabinet, surface mounted, mild steel, solid door.  463d/14  

NF-RM-900  Double vertical cabinet, recess mounted, mild steel, solid door.  463d/14  

NF-SSB-900  Double vertical cabinet, recess mounted, mild steel, solid door.  463d/14  

NF-SSM-900  Double vertical cabinet, surface mounted, mirror finish stainless steel, solid door.  463d/14  

NF-RSB-900  Double vertical cabinet, recess mounted, brush finish stainless steel, solid door.  463d/14  

NF-RSM-900  Double vertical cabinet, recess mounted, mirror finish stainless steel, solid door.  463d/14  
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Product Name Description LPCB Ref. 
No. 

NF-SMK-900  Double vertical cabinet, surface mounted, mild steel, solid door, break glass and key.  463d/14  

NF-RMK-900  Double vertical cabinet, recess mounted, mild steel, solid door, break glass and key.  463d/14  

NF-SSBK-900  Double vertical cabinet, surface mounted, brush finish stainless steel, solid door, break 
glass and key.  

463d/14  

NF-SSMK-900  Double vertical cabinet, surface mounted, mirror finish stainless steel, solid door, 
break glass and key.  

463d/14  

NF-RSBK-900  Double vertical cabinet, recess mounted, brush finish stainless steel, solid door, break 
glass and key.  

463d/14  

NF-RSMK-900  Double vertical cabinet, recess mounted, mirror finish stainless steel, solid door, break 
glass and key.  

463d/14  

NF-SMP-300  Single cabinet, surface mounted, mild steel, solid door, piano hinge.  463d/13  

NF-RMP-300  Single cabinet, recess mounted, mild steel, solid door, piano hinge.  463d/13  

NF-SMPK-300  Single cabinet, surface mounted, mild steel, solid door, piano hinge, break glass and 
key.  

463d/13  

NF-RMPK-300  Single cabinet, recess mounted, mild steel, solid door, piano hinge, break glass and 
key.  

463d/13  

NF-SMGK-900  Double vertical cabinet, surface mounted, mild steel, glass door, break glass and key.  463d/14  

NF-RMGK-900  Double vertical cabinet, recess mounted, mild steel, glass door, break glass and key.  463d/14  

NF-SSBGK-900  Double vertical cabinet, surface mounted, brush finish stainless steel, glass door, break 
glass and key.  

463d/14  

NF-SSMGK-900  Double vertical cabinet, surface mounted, mirror finish stainless steel, glass door, 
break glass and key.  

463d/14  

NF-RSBGK-900  Double vertical cabinet, recess mounted, brush finish stainless steel, glass door, break 
glass and key.  

463d/14  

NF-RSMGK-900  Double vertical cabinet, recess mounted, mirror finish stainless steel, glass door, break 
glass and key.  

463d/14  
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Product Name Description LPCB Ref. 
No. 

NF-SMP-900  Double vertical cabinet, surface mounted, mild steel, solid door, piano hinge.  463d/14  

NF-RMP-900  Double vertical cabinet, recess mounted, mild steel, solid door, piano hinge.  463d/14  

NF-SMG-900  Double vertical cabinet, surface mounted, mild steel, glass door, piano hinge.  463d/14  

NF-RMG-900  Double vertical cabinet, recess mounted, mild steel, glass door, piano hinge.  463d/14  

NF-SSBG-900  Double vertical cabinet, surface mounted, brush finish stainless steel, glass door, piano 
hinge.  

463d/14  

NF-SSMG-900  Double vertical cabinet, surface mounted, mirror finish stainless steel, glass door, 
piano hinge.  

463d/14  

NF-RSBG-900  Double vertical cabinet, recess mounted, brush finish stainless steel, glass door, piano 
hinge.  

463d/14  

NF-RSMG-900  Double vertical cabinet, recess mounted, mirror finish stainless steel, glass door, piano 
hinge.  

463d/14  

NF-SMPK-900  Double vertical cabinet, surface mounted, mild steel, solid door, piano hinge, break 
glass and key.  

463d/14  

NF-RMPK-900  Double vertical cabinet, recess mounted, mild steel, solid door, piano hinge, break 
glass and key.  

463d/14  

NF-SMGP-900  Double vertical cabinet, surface mounted, mild steel, glass door, piano hinge.  463d/14  

NF-RMGP-900  Double vertical cabinet, recess mounted, mild steel, glass door, piano hinge.  463d/14  

NF-SMGPK-900  Double vertical cabinet, surface mounted, mild steel, glass door, piano hinge, break 
glass and key  

463d/14  

NF-RMGPK-900  Double vertical cabinet, recess mounted, mild steel, glass door, piano hinge, break 
glass and key.  

463d/14  
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Single jacket fire hose consists of an impermeable  
elastomeric lining, a synthetic fibre reinforcement and  
externally applied elastomeric coating to the  
reinforcement. Delivery hoses are non-percolating lay flat type 
used in fire fighting purposes. Hoses are suitable for use with 
couplings with the requirements of BS 336:2010 standards. 
Hose is intended for use at working pressure not exceeding 15 
bar. Delivery hose are manufactured to comply BS 6391: 2009 
Standards.

FEATURES
•	BSI Kitemark and LPCB Certified.
•	Light weight and flexible.
•	Hose belongs to Type 2 with Elastomeric lining, Synthetic fibre 

reinforcement and elastomeric coating on the reinforcement.
•	Hose provides good protection against the absorption of 

liquids and resistance of the reinforcement.

B) KITEMARK AND LPCB APPROVED HOSE, TYPE 2

APPLICATIONS
•	Industrial and rural fire brigades as well as building 	

protection.
•	For general industrial, commercial and civil engineer	

ing applications.

HOSE DATA

Hose                        
Available Color      
Standard Length 

: Type 2                        
: Red, White      
: 25/30 Meters 

SPECIFICATIONS

Model Number Diameter
(in.)

Service Test Pressure
(bar/psi)

Hydrostatic Strength 
Test Pressure (bar/psi)

Standard Compliance/
Approvals

NF-FH38
1.5 14/200 50/725 UL19,NFPA 1961 /

UL listed
NF-FH65 2.5 14/200 50/725

SINGLE JACKET HOSE 

NH  threaded. Storz & instantaneous coupling or other types are available upon request.

A) UL LISTED HOSE 
The single jacket fire hose consists of 100% polyester  
plain-woven synthetic and natural rubber linings. This fire hose 
has very good resistance to ageing and abrasion. The light fire 
hose is suitable for normal situation. 

The single jacket hose made of high tenacity polyester staple and  
polyester filaments. Lining is natural rubber. Jacket is plain. There 
is a special adhesion between the jacket and the rubber.

•	Anti rot and anti twist.
•	Hose with couplings are wound by Galvanized mild 	steel / SS 

wire.

SPECIFICATIONS

Model Number
Diameter

(in.)
Working Pressure 

(bar/psi)
Burst Pressure 

(bar/psi)
Standard 

Compliance/Approvals

NF-DH2-65R 
2.5 15/215 50/725 BS 6391: 2009/ Kitemark&LPCB

NF-DH2-65W

NH  threaded. Storz & instantaneous coupling or other types are available upon request.
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See General Information for Fire Hose, Lined, Uncoupled, for Municipal and Industrial Use

NATIONAL FIRE FIGHTING MFG FZ CO EX15059
PO BOX 17014
JEBEL ALI FREE ZONE
DUBAI, UNITED ARAB EMIRATES

Single jacket fire hoses, rubber lined: Models NF­FH38, NF­FH65.

Double jacket fire hoses, rubber lined: Models NF­FH38DJ, NF­FH65DJ.

Single jacketed fire hose, 1­1/2 in. for service test pressures of 150 and 200 psig and 2­1/2, in. for service test pressure of 200 psig.

Double jacketed fire hose, 1­1/2 and 2­1/2, in. for service test pressure of 300 psig.

Three­layer fire hose with nitrile/PVC blend rubber lining, a woven reinforcement of polyester, a nitrile/PVC blend rubber third layer, Model:
DURALEX38 Size: 1­1/2 & DURALEX65 2­1/2 in. Service test pressure: 250 psi.

Last Updated on 2015­01­06

Questions? Print this page Terms of Use Page Top

© 2015 UL LLC

When the UL Leaf Mark is on the product, or when the word "Environment" is included in the UL Mark, please search the UL Environment
database for additional information regarding this product's certification.

The appearance of a company's name or product in this database does not in itself assure that products so identified have been manufactured
under UL's Follow­Up Service. Only those products bearing the UL Mark should be considered to be Certified and covered under UL's Follow­Up
Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The Guide
Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in their entirety and in a non­
misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory
with permission from UL" must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in
the following format: "© 2015 UL LLC".
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* Kitemark & LPCB approved branchpipe available upon request.

Male Instantaneous to BS 336 : 2010

threaded 

2010
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ABC DRY POWDER PORTABLE FIRE  EXTINGUISHERS

FEATURES
•	Mono-ammonium phosphate based dry chemical agent.  

Capable of fighting Class A, B, C and E fires.
•	Kitemark / LPCB certified to BS EN3.
•	Cylinders compliance to council directive 2014/68/EU (PED) is 

certified by BSI (0086).
•	Certified by BSI under marine equipment directive, 2014/90/

EU

•	High quality polyester paint.
•	Controlled discharge.
•	Brass nickel plated head valve with simple squeeze operation.
•	Unique gauge testing system.
•	Unique colour coded handle and base (optional).
•	Rechargeable and easy to service.
•	Choice of capacity from 1 to 12 kg.

Model Number NP1 NP2 NP3/NP3x* NP4        NP6 NP9 NP12 

Extinguisher Capacity 1 kg 2 kg 3 kg 4 kg     6 kg 9 kg 12 kg

Propellant 95% Nitrogen + 5% Helium

Fire Rating 8A 34B 13A 70B 21A 89B 21A 113B  34A 183B   43A 233B 55A 233B

Working Pressure 14 bar 14 bar 14 bar 15 bar 15 bar 15 bar 15 bar

Maximum Operating Pressure 18.5 bar @ 60°C

Test Pressure 30 bar

Total Weight 2.0 kg 3.7 kg 5.8 kg 7.5 kg 10 kg 14 kg 17.8 kg

Range of Discharge 4-5 m 5-7 m 6-7 m 7-8 m 6-8 m 6-8 m 6-8 m

Duration of Discharge 7-9 sec 10-12 sec 11-12 sec 13-15 sec 18-20 sec 22-24 sec 28-30 sec

Hose Length with Nozzle N/A N/A 395 mm 457 mm 534 mm 534 mm 617 mm

Operating Temperature -20°C to +60°C

Cylinder Material CRCA Steel

Height x Diameter (mm) 365 x 75 385 x 110 420 x 132 408 x 150 520 x 150 515 x 185 620 x 185

*LPCB Approved only.

*Ideal Use: Houses, office, buildings, warehouses, farms, wood working area etc.
*Note: Not recommended for use on expensive and delicate equipment like computers, etc.

1.  Valve / Extn. Lever
2.  Safety Pin with Chain
3.  Valve Handle
4.  Pressure Gauge
5.  Discharge Hose
6.  Syphon Tube
7.  Hose Holder
8.  Discharge Nozzle
9.  PVC Base



Kitemark™ Certificate

This is to certify that: National Fire Fighting
Manufacturing Co Ltd
PO Box 17014
Jebel Ali Free Zone
Dubai
United Arab Emirates

Holds Certificate Number: KM 66677

In respect of:

BS EN 3
Portable fire extinguishers

This issues the right and licence to use the Kitemark in accordance with the Kitemark Terms and Conditions
governing the use of the Kitemark, as may be updated from time to time by BSI Assurance UK Ltd (the "Conditions").
All defined terms in this Certificate shall have the same meaning as in the Conditions.

The use of the Kitemark is authorized in respect of the Product(s) detailed on this Certificate provided at or from the
above address.

For and on behalf of BSI: Gary Fenton, Global Assurance Director

First Issued: 05/07/2002 Latest Issue: 11/09/2014

Page: 1 of 4

This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 8450 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+66677&ReIssueDate=11%2f09%2f2014&Template=uk
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Description Model Number Additional Information Branded As

Portable Fire Extinguisher NP1 1 kg ABC powder, stored pressure.
Fire rating 8A & 34B

NAFFCO

Portable Fire Extinguisher NP2 2 kg ABC powder, stored pressure.
Fire rating 13A & 70B

NAFFCO

Portable Fire Extinguisher NP4 4 kg ABC powder, stored pressure.
Fire rating 21A & 113B

NAFFCO

Portable Fire Extinguisher NP6 6 kg ABC powder, stored pressure.
Fire rating 34A & 183B

NAFFCO

Portable Fire Extinguisher NP9 9 kg ABC powder, stored pressure.
Fire rating 43A & 233B

NAFFCO

Portable Fire Extinguisher NP12 12 kg ABC powder, stored pressure.
Fire rating 55A & 233B

NAFFCO

Portable Fire Extinguisher NF6 6 litre foam, stored pressure. Fire
rating 21A & 144B

NAFFCO

Portable Fire Extinguisher NF-I 6 6 litre foam, stored pressure. Fire
rating 21A & 144B

NAFFCO

Portable Fire Extinguisher NF9 9 litre foam, stored pressure. Fire
rating 21A & 183B

NAFFCO

Portable Fire Extinguisher NF-I 9 9 litre foam, stored pressure. Fire
rating 21A & 183B

NAFFCO

Portable Fire Extinguisher NW6 6 litre water spray, stored pressure.
Fire rating 13A

NAFFCO

Portable Fire Extinguisher NWN6 6 litre water jet, stored pressure.
Fire rating 13A

NAFFCO

Portable Fire Extinguisher NWN-I 6 6 litre water jet, stored pressure.
Fire rating 13A

NAFFCO

Portable Fire Extinguisher NW9 9 litre water spray, stored pressure.
Fire rating 21A

NAFFCO

Portable Fire Extinguisher NWN9 9 litre water jet, stored pressure.
Fire rating 13A

NAFFCO

Portable Fire Extinguisher NWN-I 9 9 litre water jet, stored pressure.
Fire rating 13A

NAFFCO

Portable Fire Extinguisher NC2 2 kg carbon dioxide (steel body).
Fire rating 34B

NAFFCO

Portable Fire Extinguisher NCS2 2 kg carbon dioxide (steel body).
Fire rating 34B

NAFFCO
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Portable Fire Extinguisher NCZ2 Portable Fire Extinguisher; 55B; 2
kg carbon dioxide (steel body)

NAFFCO

Portable Fire Extinguisher NC2A 2 kg carbon dioxide (aluminium
body). Fire rating 55B

NAFFCO

Portable Fire Extinguisher NC5 5 kg carbon dioxide (steel body).
Fire rating 55B

NAFFCO

Portable Fire Extinguisher NC5A 5 kg carbon dioxide (aluminium
body). Fire rating 55B

NAFFCO

Portable Fire Extinguisher NKE 3 3 litre wet chemical, stored
pressure. Fire rating 8A & 25F

NAFFCO

Portable Fire Extinguisher NKE 6 6 litre wet chemical, stored
pressure. Fire rating 13A & 75F

NAFFCO

 
 
All the above products are certified to BS EN 3-7:2004+A1:2007
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Description Model Number Additional Information Branded As

Portable Fire Extinguisher NP1 1 kg ABC powder, stored pressure.
Fire rating 8A & 34B

NAFFCO

Portable Fire Extinguisher NP2 2 kg ABC powder, stored pressure.
Fire rating 13A & 70B

NAFFCO

Portable Fire Extinguisher NP4 4 kg ABC powder, stored pressure.
Fire rating 21A & 113B

NAFFCO

Portable Fire Extinguisher NP6 6 kg ABC powder, stored pressure.
Fire rating 34A & 183B

NAFFCO

Portable Fire Extinguisher NP9 9 kg ABC powder, stored pressure.
Fire rating 43A & 233B

NAFFCO

Portable Fire Extinguisher NP12 12 kg ABC powder, stored pressure.
Fire rating 55A & 233B

NAFFCO

Portable Fire Extinguisher NF6 6 litre foam, stored pressure. Fire
rating 21A & 144B

NAFFCO

Portable Fire Extinguisher NF-I 6 6 litre foam, stored pressure. Fire
rating 21A & 144B

NAFFCO

Portable Fire Extinguisher NF9 9 litre foam, stored pressure. Fire
rating 21A & 183B

NAFFCO

Portable Fire Extinguisher NF-I 9 9 litre foam, stored pressure. Fire
rating 21A & 183B

NAFFCO

Portable Fire Extinguisher NW6 6 litre water spray, stored pressure.
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NAFFCO
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Fire rating 13A

NAFFCO

Portable Fire Extinguisher NWN-I 6 6 litre water jet, stored pressure.
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NAFFCO
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NAFFCO
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NAFFCO
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Certificate of Product Approval 
Certificate Number: 463a Issue: 15 

NAFFCO FZ Co 

PO Box 17014 
Jebel Ali 
Dubai 
United Arab Emirates 

is certified by BRE Global Ltd. and is authorised to use the LPCB mark in association with the product(s) listed 
in this certificate and appendix having complied with the requirement(s) of the standards as detailed below: 

 
Products  Standards  
‘NAFFCO’ Portable Fire Extinguishers 
(Refer to attached appendix for details) 
 

EN 3-7:2004+A1:2007 
Portable fire extinguishers. Characteristics, 
performance requirements and test methods 

EN 3-8:2006 
Portable fire extinguishers. Additional requirements 
to EN 3-7 for the construction, resistance to pressure 
and mechanical tests for extinguishers with a 
maximum allowable pressure equal to or lower than 
30 bar  

EN 3-9:2006 
Portable fire extinguishers. Additional requirements 
to EN 3-7 for pressure resistance of CO2 
extinguishers  

This certificate and appendix is maintained and held in force through regular surveillance activities  

 Sarah Colwell 24 January 2020 1 March 2002 
Signed for BRE Global Ltd. Verifier Date of Issue Date of First Issue 

 

 

This certificate and appendix remains the property of BRE Global Ltd. and is issued 
subject to terms and conditions (for details visit www.redbooklive.com/terms). 

To check the validity of this certificate and appendix please visit 
www.redbooklive.com/check, scan the QR tag or contact us. 

BRE Global Ltd, Watford, WD25 9XX  
T: +44 (0)333 321 8811  E: enquiries@breglobal.com 

LPCB is a Registered Trademark of the Building Research Establishment Ltd. 

 

http://www.redbooklive.com/terms)
http://www.redbooklive.com/check
mailto:enquiries@breglobal.com


 
 
 
 
 
 
 
 
 

 

 

This certificate and appendix is maintained and held in force through regular surveillance activities  

 Sarah Colwell 24 January 2020 1 March 2002 
Signed for BRE Global Ltd. Verifier Date of Issue Date of First Issue 

 
 

This certificate and appendix remains the property of BRE Global Ltd. and is issued 
subject to terms and conditions (for details visit www.redbooklive.com/terms). 

To check the validity of this certificate and appendix please visit 
www.redbooklive.com/check, scan the QR tag or contact us. 

BRE Global Ltd, Watford, WD25 9XX  
T: +44 (0)333 321 8811  E: enquiries@breglobal.com 

LPCB is a Registered Trademark of the Building Research Establishment Ltd. 
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Appendix to Certificate No: 463a 
XXXa 

Issue: 15 
NAFFCO FZ Co 

’NAFFCO’ Portable Fire Extinguishers to EN 3 Parts 7, 8 & 9 

Product Name Type Capacity Fire Rating LPCB Ref. No. 

NHFC4 Clean Agent (SP) 4 kg 34B 463a/33 

NHFC6 Clean Agent (SP) 6 kg 5A/55B 463a/34 

NHFC9 Clean Agent (SP) 9 kg 8A/70B 463a/35 

NHFC12 Clean Agent (SP) 12 kg 13A/70B 463a/36 

NC2 CO2 2 kg 34B 463a/01 

NCS2 CO2 2 kg 34B 463a/06 

NCZ2 CO2 2 kg 55B 463a/07 

NC5 CO2 5 kg 55B 463a/02 

NC5X CO2 5 kg 70B 463a/15 

NCA5X CO2 5 kg 70B 463a/16 

NF 2EB Eco Barid Foam (SP) 2 litre 8A/89B/5F 463a/39 

NF 3EB Eco Barid Foam (SP) 3 litre 8A/113B/25F 463a/40 

NF 6EB Eco Barid Foam (SP) 6 litre 21A/183B/40F 463a/41 

NF 9EB Eco Barid Foam (SP) 9 litre 27A/183B/40F 463a/42 

NF3 Foam (SP) 3 litre 8A/70B 463a/17 
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This certificate and appendix is maintained and held in force through regular surveillance activities  

 Sarah Colwell 24 January 2020 1 March 2002 
Signed for BRE Global Ltd. Verifier Date of Issue Date of First Issue 

 
 

This certificate and appendix remains the property of BRE Global Ltd. and is issued 
subject to terms and conditions (for details visit www.redbooklive.com/terms). 

To check the validity of this certificate and appendix please visit 
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Appendix to Certificate No: 463a 
XXXa 

Issue: 15 
NAFFCO FZ Co 

’NAFFCO’ Portable Fire Extinguishers to EN 3 Parts 7, 8 & 9 

Product Name Type Capacity Fire Rating LPCB Ref. No. 

NF3X Foam (SP) 3 litre 8A/70B 463a/18 

NF6 Foam (SP) 6 litre 21A/144B 463a/08 

NF6X Foam (SP) 6 litre 27A/144B 463a/19 

NF9 Foam (SP) 9 litre 21A/183B 463a/09 

NF9X Foam (SP) 9 litre 27A/233B 463a/20 

NFA9 Foam (SP) 9 litre 21A/183B 463a/21 

NFC6X Foam (GC) 6 litre 27A/144B 463a/26 

NFC9X Foam (GC) 9 litre 34A/233B 463a/27 

NP1 ABC Powder (SP) 1 kg 8A/34B 463a/05 

NP2 ABC Powder (SP) 2 kg 13A/70B 463a/37 

NP3 ABC Powder (SP) 3 kg 21A/89B 463a/28 

NP4 ABC Powder (SP) 4 kg 21A/113B 463a/10 

NP6 ABC Powder (SP) 6 kg 43A/233B 463a/38 

NP9 ABC Powder (SP) 9 kg 43A/233B 463a/03 

NP12 ABC Powder (SP) 12 kg 55A/233B 463a/04 
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This certificate and appendix is maintained and held in force through regular surveillance activities  

 Sarah Colwell 24 January 2020 1 March 2002 
Signed for BRE Global Ltd. Verifier Date of Issue Date of First Issue 

 
 

This certificate and appendix remains the property of BRE Global Ltd. and is issued 
subject to terms and conditions (for details visit www.redbooklive.com/terms). 

To check the validity of this certificate and appendix please visit 
www.redbooklive.com/check, scan the QR tag or contact us. 

BRE Global Ltd, Watford, WD25 9XX  
T: +44 (0)333 321 8811  E: enquiries@breglobal.com 
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Appendix to Certificate No: 463a 
XXXa 

Issue: 15 
NAFFCO FZ Co 

’NAFFCO’ Portable Fire Extinguishers to EN 3 Parts 7, 8 & 9 

Product Name Type Capacity Fire Rating LPCB Ref. No. 

NW6 Water (SP) 6 litre 13A 463a/11 

NW6X Water (SP) 6 litre 13A 463a/22 

NW9 Water (SP) 9 litre 21A 463a/12 

NW9X Water (SP) 9 litre 21A 463a/23 

NWC6X Water (SP) 6 litre 13A 463a/29 

NWC9X Water (SP) 9 litre 21A 463a/30 

NWA9 Water (SP) 9 litre 21A 463a/24 

NWN6 Water (SP) 6 litre 13A 463a/13 

NWN9 Water (SP) 9 litre 13A 463a/14 

NKE2 Wet Chemical 2 litre 5F 463a/31 

NKE3X Wet Chemical 3 litre 8A/25F 463a/32 

NKE6 Wet Chemical 6 litre 13A/75F 463a/25 
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