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COMPANY

GIACOMINI SPA
VIA PER ALZO 39
S MAURIZIO D'OPAGLIO, NO 28017 Italy

EX3504
View model for additional information
Reducing Valve, Model(s): A201, A202, A203, A204, A221, A221G, A222, A222G, A223, A223G

Restricting Valve, Model(s): A155, A155S, A156, A156G, A85, A86
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been manufactured under UL Solutions' Follow - Up Service. Only those products bearing the UL
Mark should be considered to be Certified and covered under UL Solutions' Follow - Up Service. Always look for the Mark on the product.

UL Solutions permits the reproduction of the material contained in Product iQ subject to the following conditions: 1. The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be
presented in their entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from Product iQ with permission from UL Solutions" must appear adjacent to the
extracted material. In addition, the reprinted material must include a copyright notice in the following format: "©2023 UL LLC."
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EM Approvals

Member of the FM Global Group

Valves | Angle Hose Valves | Hose Valves, Angle

FM Approvals - Approval Guide

Models A55, A55H, A56, A56H, A155, A156, A55G, A56G,

A156G, A55E, A55EG, A56E, A56EG

Product Description

Product Specification

Model No Description

A55 Standard Hose Valves
Female Connection x Female Connection

A55H Standard Hose Valves
Grooved x Female Connection
Female Connection x Female Connection

A56 Standard Hose Valves
Female Connection x Male Connection

A56H Grooved x Male Connection
Female Connection x Male Connection

A155 Pressure Restricting Hose Valve
Standard Hose Valves
Female Connection x Female Connection

A156 Pressure Restricting Hose Valve
Female Connection x Male Connection

A55G Standard Hose Valves
Grooved x NPT

A56G Standard Hose Valves
Grooved x NST

A156G Standard Hose Valves
Grooved x NYCT

AS55E Standard Hose Valve
Female x Female NPT

A55EG Standard Hose Valve
Groove x Female NPT

AS56E Standard Hose Valve
Male NHT x Female NPT

A56EG Standard Hose Valve
Groove x Male NHT

https://www.approvalguide.com/productDetail?productid=131960

Valve Size
in (mm)
11/2,21/2 | (38, 64)
21/2 (64)
11/2,21/2 | (38, 64)
21/2 (64)
11/2,21/2 | (38, 64)
11/2,21/2 | (38, 64)
2172 (64)
21/2 (64)
21/2 (64)
11/2,21/2 | (38, 64)
2172 (64)
11/2,21/2 | (38, 64)
21/2 (64)

Rated Working Pressure

psi

300

500

300

500

300
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(kPa)
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Remarks
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FM Approvals

Member of the FM Global Group

Remarks:
a. For pressure restricting hose valve settings review operation manual.

Details Company
Category Hose Valves, Angle Giacomini SpA
Via per Alzo 39, 28017 San
Class of Work 1521 - Angle Hose Valves Maurizio d'Opaglio (NO) Italy
Italy
Approval Standard FM 1521, 1522 - Angle and http://giacomini.com

Straightaway Hose Valves
Certification Type Fm Approved

Listing Country |taly
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